
Ecoustic® E110

OVERVIEW
Peavey Ecoustic Series amplifiers are highly versatile amplification systems designed for acoustic instruments,
vocals and line-level devices such as samplers and audio players in performance and rehearsal applications.
The Ecoustic E110 provides 100 watts of clean power into a bi-amplified system containing a 10" full-range
loudspeaker and a high-frequency horn. Both channels operate independently, with 9-band graphic EQ on
channel 1 and two-band adjustment on channel 2, a Notch Filter and Phase Inverter on channel 1 to control
feedback, footswitchable Mute/Tuner, and more. The master section includes digital reverb, chorus and delay
with channel assignment and parameter adjustment, and the foot controller allows users to access up to eight
presets plus an onboard looper.

FEATURES
- Two independent channels
- 1 x 10 full-range loudspeaker plus 1 high frequency horn
- Nine-band graphic EQ on channel 1
- Combo XLR-1/4 input on each channel
- Footswitchable Phase inverter for controlling feedback
- Notch Filter on channel 1 for controlling feedback
- Two-band EQ on channel 2
- Master volume
- Reverb, chorus and delay with parameter adjustments
- Advanced WYSIWYG (What You See Is What You Get) technology
- Premium mic preamp
- Footswitchable tuner/mute out
- Up to 8 effect presets with optional foot controller
- Onboard looper with foot controller
- Pole mount (1 1/2" internal diameter)
- 100 watts of power
- Weight Packed: 54.01 lb(24.5 kg)
- Width Packed: 23.82"(60.5028 cm)
- Height Packed: 25.2"(64.008 cm)
- Depth Packed: 19.3"(49.022 cm)
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